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August 21, 2008

Summary: Final results after 336-hours of salt spray exposure are reporting no blistering, no rusting and 0% field area failure for all of the test panels evaluated.  
Purpose: Salt spray evaluation of a total of (10) supplied customer test substrate panels for 336-hours of exposure. All of the test panels have been coated with E90G4 Wash Primer and E90W501 Epoxy Waterborne Primer. Five of the test panels are labeled as “control”.   

Procedure: Evaluations per guidelines established for ASTM D 610 Degree of Rusting, ASTM D 714 Degree of Blistering and ASTM D 1654 Corrosion Resistance (Procedure B). Per customer request the test panels were not scribed. Evaluations were conducted after 336-hours of salt spray exposure.

Results: (See attached Tables A and B for detailed breakdown of performance results after 336-hours of salt spray exposure).

Table A: (336 Hours Salt Spray Exposure)

	Performance Tests
	Test Panel #1

"CONTROL”

E90G4

E90W501

DFT = 4.23 mils


	Test Panel #2

"CONTROL”

E90G4

E90W501

DFT = 4.14 mils


	Test Panel #3

"CONTROL”

E90G4

E90W501

DFT = 4.30 mils


	Test Panel #4

"CONTROL”

E90G4

E90W501

DFT = 4.20 mils


	Test Panel #5

"CONTROL”

E90G4

E90W501

DFT = 4.83 mils



	ASTM D 610

Degree Of Rusting


	Grade 10

No Rusting
	Grade 10

No Rusting
	Grade 10

No Rusting
	Grade 10

No Rusting
	Grade 10

No Rusting

	ASTM D 714

Degree Of Blistering


	No Blisters
	No Blisters
	No Blisters
	No Blisters
	No Blisters

	ASTM D 1654

Corrosion Resistance 

(Procedure B)


	Rate 10

No Area Failure
	Rate 10

No Area Failure
	Rate 10

No Area Failure
	Rate 10

No Area Failure
	Rate 10

No Area Failure


Table B: (336 Hours Salt Spray Exposure)

	Performance Tests
	Test Panel #1

E90G4

E90W501

DFT = 6.28 mils


	Test Panel #2

E90G4

E90W501

DFT = 5.54 mils


	Test Panel #3

E90G4

E90W501

DFT = 5.86 mils


	Test Panel #4

E90G4

E90W501

DFT = 5.18 mils


	Test Panel #5

E90G4

E90W501

DFT = 5.00 mils



	ASTM D 610

Degree Of Rusting


	Grade 10

No Rusting
	Grade 10

No Rusting
	Grade 10

No Rusting
	Grade 10

No Rusting
	Grade 10

No Rusting

	ASTM D 714

Degree Of Blistering


	No Blisters
	No Blisters
	No Blisters
	No Blisters
	No Blisters

	ASTM D 1654

Corrosion Resistance 

(Procedure B)


	Rate 10

No Area Failure
	Rate 10

No Area Failure
	Rate 10

No Area Failure
	Rate 10

No Area Failure
	Rate 10

No Area Failure


